
FLATS WOODS Kiba
Facts
■

■

■

■

■

■

Project:
12-storey wooden residential building
Product Used:
69.1 m3 of CLT for Walls on 1st~4th floors and 
32.29m3 of Fire-Resistant GLT
(“Moen-Wood-SAMURAI”) for Beams on 12th 
floor(Cafeteria)
Location:
3-25-12 Toyo, Koto-ku, Tokyo, Japan
Planning:
TAKENAKA CORPORATION
Execution:
TAKENAKA CORPORATION
Photography by Katsuhisa Kida, FOTOTECA

Yamasa Mokuzai

Photography by Katsuhisa Kida, FOTOTECA

Photography by Katsuhisa Kida, FOTOTECA



Yakushima, Town Office
Facts
■

■

■

■
■

Location:
 Yakushima, Kagoshima Prefecture, Japan
Planning: 
Alsed Co., Ltd.
Execution: 
Tokiyoshi-Gumi Co., Ltd.(Forum Building), 
Hirauchi Construction Co., Ltd.(Entrance Hall 
and Parliament Building), Yakuden Corporation 
Co., Ltd.(Office Building)
Photo courtesy of Alsed Co., Ltd.
Photography by Yoshihiro Asada
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Miyako Shimojishima Airport
Terminal
Facts
■

■

■

■

■

Product Used: 
1,530.00 m3 of Yamasa CLT for Ceilings and 
Roofs of Check-in Lounge and Departure 
Lounge
Location: 
Sawada 1727, Irabu, Miyakojima city, Okinawa 
Prefecture, Japan
Planning: 
Nikken Sekkei Ltd.
Execution: 
JV of KOKUBA-GUMI Co., Ltd. and 
Daiyonekensetu Co., Ltd.（CLT works execution: 
Yamasa Mokuzai Co., Ltd.）
Photo courtesy of Mitsubishi Estate Co., Ltd., 
Shimojishima Airport Management Co., Ltd.
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事務所棟　内観 会議室棟　内観

CLT床　施工の様子 モックアップ試験の様子（山佐木材にて）

Matsuo Construction, Co., Ltd., 
Headquarters Building
Facts
■

■

■

■

■

Product Used:
318.00 m3 of Yamasa CLT for Floor Slabs on the 
2nd~5th floor
Location: 
Tabuse1-4-27, Saga-city, Saga Prefecture, Japan
Planning: 
Matsuo Construction Licensed Architect Office 
(1st grade)
Execution: 
Matsuo Construction, Co., Ltd.
Photo courtesy of Matsuo Construction, Co., Ltd.
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Kyushu Research Center, 
Forestry and Forest Products
Research Institute,
Experimental Building
Facts
■

■

■

■

■

Product Used:
551.00 m3 of CLT for Ceilings, Walls, and Roofs
Location: 
4-11-16 Kurokami, Chuo, Kumamoto, 
Kumamoto, Japan
Planning: 
E.P.A. Co., Ltd.
Execution: 
Kamiyama Construction Co., Ltd.
Photography by Nacása＆Partners Inc.
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PARK WOOD Takamori
Facts
■

■

■

■

■

■

Project:
10-storey wooden residential building
Product Used:
199.80 m3 of Yamasa CLT for Floor Slabs 
(4th~10th floor) and Walls(1st~5th floor)
Location: 
Sendai, Miyagi Prefecture, Izumi-ku, Japan
Planning: 
TAKENAKA CORPORATION
Execution: 
TAKENAKA CORPORATION
Photo courtesy of Mitsubishi Estate Co., Ltd., 
TAKENAKA CORPORATION

Yamasa Mokuzai


